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CERTIFICATE

No. B 019303 0023 Rev. 01

Holder of Certificate: RAFI GmbH & Co.KG
Ravensburger Str. 128-134
88276 Berg / Ravensburg
GERMANY

Certification Mark:

tuvsud.com/
ps-cert

Product: Switches

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition, the certification holder must not transfer the certificate to
third parties. This certificate is valid until the listed date, unless it is cancelled earlier.

All applicable requirements of the Testing, Certification, Validation and Verification Regulations of
TUV SUD Group have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713353531
Valid until: 2029-02-06
Date, 2025-03-12 /7
L/////\/
( Bened|kt Pulver)
Page 1 of 2

TUV SUD Product Service GmbH « Certification Body ¢ Ridlerstrale 65 + 80339 Munich + Germany

&

Product Service



=
<
()
™
-
SS|
L]
(&)
\ 4
(=
(=]
<<
(&)
™
o
==
Ll
(&)
4
—
<
x
=
©
>
o
o
LI
()
¢
I
!

IELE
aaE s

ZERTIFIKAT o CERTIFICATE o

CERTIFICATE

No. B 019303 0023 Rev. 01

Model(s): 1.20.146. followed by seven numbers,
9.20.146. followed by seven numbers

Brand Name: RAFI
Parameters:
Gold Contacts:

AC-15/DC-13, max. 35V ac/dc, max. 100 mA
-20°C to +70°C

Conditions of acceptability

e The contact blocks 1.20.146.xxx/yyyy and 9.20.146.xxx/yyyy are suitable for the manually
operated Switches of Series RAFIX 22 FS+, RAFIX 22 FSR and RAFIX 30 for use in
industrial control applications.

e The evaluated device is a contact block only. An actuator was not part of this investigation.

e The Tests includes Annex K. These are the requirements to use the contact block in
combination with an Actuator, suitable for the Emergency Stop devices.

e The combination and mounting shall be verified in the end-use application.
e For testing the contact block has been used together with the actuator RAFIX 22 FS+.
e EMC testing is not considered since no electronic circuits are involved.

Tested according to: EC60947-5-1:2016
IEC 60947-1:2007

IEC 60947-1:2007/AMD1:2010
IEC 60947-1:2007/AMD2:2014
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 TÜV SÜD Product Service GmbH, Ridlerstraße 65, 80339 Munich, Germany 
 
TÜV SÜD PSB Pte Ltd, 15 International Business Park, TÜV SÜD @ IBP, Singapore 609937 
 
 TÜV SÜD America, Inc., 401 Edgewater Place Suite #500, Wakefield, MA 01880, USA 
 
 TÜV SÜD Certification and Testing (China) Co., Ltd. Floor 1-4, Building B, No.37, Tuanjie Road(Middle), Xishan Economic and Technological Development Zone, Wuxi, Jiangsu, P.R. China 
 
 TÜV SÜD Danmark ApS, Strandvejen 125, 2900 Hellerup, Denmark 
 
 TUV SUD BABT Unlimited, Octagon House, Concorde Way, Segensworth North, Fareham, Hampshire, PO15 5RL, UK 
 
 TÜV SÜD (Malaysia) Sdn Bhd, No. 18, Jalan Astaka U8/82, Bukit Jelutong, 40150 Shah Alam, Selangor, Malaysia 
 
 TÜV SÜD SFDK, Av. General Valdomiro de Lima, 833, Jabaquara, São Paulo, SP, 04344-070, Brazil 
 
 TÜV SÜD Rail GmbH, Barthstraße 16, 80339 Munich, Germany 
 
 TÜV SÜD Auto Service GmbH, Daimlerstraße 11, 85748 Garching at Munich, Germany 
 
 TÜV SÜD Hong Kong Limited, 19/F Yuen Long Trading Centre, 33 Wang Yip Street West, Yuen Long, New Territories, Hong Kong
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




